MIL~C-21097/11H
24 April 1985
SUPERSEDING
MIL-C-21097/11G
11 June 1979

MILITARY SPECIFICATION SHEET

CONNECTORS, ELECTRICAL, PRINTED WIRING BOARD
KEYS, POLARIZING

T NOT FOR USE IN NEW |
| DESIGNS OF ARMY EQUIPMENT |

This specification is approved for use by all De-
partments and Agencies of the Department of Defense.

The complete requirements for acquiring the keys described herein shall
consist of this specification and the latest issue of MIL-C-21097.
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OPTIONAL CONFIGURATION

FIGURE 1. Polarizing keys for type CR connector.
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MIL-C-21097/11H

l/ Dimensions
Dash . .
number| Size A B=.010 (+.25)
03 2 .109 *+-004 .271
-.003
(+.10) (6. 88)
277 (" g
04 3 .135 :'ggg .2m
(+.13) (6.88)
(3.43) ;7
-.08)

1/ Dash numbers 01, 0z, 05 and 06 have
been deleted from this specification
shect.

INCHES MM INCHZS MM
. 005 0.13 .031 0.79
.008 0.20 .034 0.36
010 0.25 .036 0.31
.015 .38 .040 1.02
.016 0.41  .076 1.93
.017 0.43 .082 2.08
.020 0.51 .C98 2.49

.107 2.72

Dimensions are in inches.

Metric equivalents are ir parentheses.

Metric equivalents are given for general information only.

Unless otherwise specified, tolerance is #.010 {0.25 mm) three place decimals.
Polarizing key is for use with connectors conforming to MIL-C-21097/2 or /4.
Material: Polyamide, type I, MIL-M-20693; FED-STD-595, color 23590, or
natural (clear).

FIGURE 1. Polarizing keys for type CR connector - Continued,




MIL-21097/11TH

THIS END OF THE PLUG INSERTED INTO
: THE TOP OF THE HOUSING FIRST
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INCHES MM INCHES MM
.003 0.08 .050 1.27
.005 0.13 .055 1.40
.010 0.25 .062 1.57
012 0.30 .070 1.78
.015 0.38 .088 2.24
.034 0.86 .106 2.69
.040 1.02 .115 2.92

LA10 10.41

NOTES:
1. Dimensions are in inches.
2. Metrdic equivalents are given for general information only.
3. Unless otherwise specified, tolerance is #.005 (0.13 mm) for three place decimals,
4, Polarizing key is for use with cornectors conforming to MIL-C-21097/13.
5. Material: Polyamide, type I, MIL-M-20693; FED-STD-595, color 23690, or
natural {clear).

FIGURE 2. Polarizing key, part no. M21097/11-07, for type CR connectors,




MIL-C-21097/11H

48° -
| .2911{7.39) i
.283(7.19)

Dimensions
Dash
number | Size K L M N

08 2 .070 (1.78) .122 (3.10) .022 (0.56) .042 (1.07)
.066 (1.68) .118 {3.00) .020 (0.51) .036 (0.91)

0% 3 102 (2.59) .154 (3.91) .022 (0.56) .042 (1,07)
.098 (2.49) .150 (3.81) .020 (0.51) .036 (0.91)

10 4 .133 (3.38) .185 (4.70) .022 (0.56) .042 (1.07)
.129 (3.28) .181 (4.60) .020 {0.51) .036 (0,91)

NOTES:

1. Dimensions are in inches.

2. Metric equivalents are in parentheses.,

3. Metric equivalerts are given for general information only.

4. Serrations are permittea in this area provided the outer extremities are within
tolarance limits.

5. Polarizing key is for use with connectors conforming to MIL-C-21097/21 types
A and AD.

6. Material: Polyamide, type I, MIL-M-20693; FED-STD-595, color 23690, or
natural (clear).

FIGURE 3, Pojarizing key, between contact positions, for types A and AD
connectors, part numbers M21097/11-08, ~09 and -10.




MIL-C-21097/11H

REQUIREMENTS:
Dimensions and configuration: See figures 1, 2, and 3.
Material: See figures 1, 2, and 3.
Part number: M21097/11- {dash number from figures 1, 2, and 3).
Keys:

Keys for MIL-C-21097/23 and /24 will be supplied with the connector and cannot
be ordered separately.

Custodians:
Army - CR
Navy - EC
Air Force - 17

Review activities:

Army - MI
Navy - AS
Air Force - 11
DLA - ES

User activities:

Army - AR, ME, AV, AT,

Navy - SH, MC, 0S

Air Force - 1%

Agent:
DLA - ES

Preparing activity:
Navy - EC

(Project 5935-3454)



