MIL-C-21097/17D
10 October 1972

SUPERSEDING
MIL-C-21097/17C
21 April 1972

MILITARY SPECIFICATION SHEET

CONNECTORS, ELECTRICAL, PRINTED WIRING BOARD
CONTACT, SOLDER, REMOVABLE, TYPE CR

This specification is approved for use by all Depart-
ments and Agencies of the Department of Defense.

The complete requirements for procuring the contact deseribed herein shall
consist of this document and the latest issue of Specification MIL-C-21097.

@ NOT FOR USE IN NEW
DESIGNS OF ARMY EQUIPMENT
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NOTES:

1. Dimensions are in inches.

2. Unless otherwise specified, tolerance is +.005 (.13 mm) for three place decimals.

3. Metric equivalents (to the rearest .01 mm) are given for general information only and are based upon I inch = 25.4 mm.

FIGURE 1. Solder lype contact.
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MIL-C-21097/11D

REQUIREMENTS:
Dimensions and configuration: See figure 1.
Use: With connectors conforming to MIL-C-21097/13.

Individual contact engagement and separation forces: Dimensions of the gage shall be as shown
on MIL-C-21097/19,

Finish: Gold plating per MIL-G-45204, type II, grade C, class 1, over nickel plating per
QQ-N-290, class 2, 30 to 150 microinches.

Contacts are qualified when connector conforming to MIL-C-21097/13 are qualified.

Part number: M21097/17-01.

Custodians: Preparing activity:
Army - EL Navy - EC
Navy - EC
Air Force - 11 Agent:
DSA - ES
Review activities:
Army - MI (Project 5935-1868-14)
Navy - AS
Air Force -
DSA - ES

User activities:
Army - MU, ME, AV, AT, WC
Navy - SH, MC, OS
Air Force -



