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TABLE 1 FED. SUP CLASS
CONNECTOR DIMENSIONS AND WEIGHTS 5935
SHELL
SIZE A B c D E E s/m | H THREAD | K L N
9716~24 | 9/16-24
3 817,431 .367/.356 .330 1 351 § 441 .509 { UNEF-2A | UNEF-2A | .765/.735 .765/.735 | 300
37420 11716-2%
7 .576/.566 (183/.,473 51 o531 § 613 687 u,E§F~2A wEr-2A | ,890/,860 ,890/.660 | 22030'
778-20 13716-20
2 J10/,700 ,6267 614 553 | 665 | 731 .g12 | UNEF-2A | WNEF-2A | 1.077/1.047 | 1.077/1.047 | 22°30!
- 120 | 1-20 -
8497839 7637.253 738 ) o790 ) .ep1 ) .o37 | unEF-2A | uweF-2a | 1.171/1.343 ] 1.209/1.172 ) 2203p!
. 1 1716-18] 1 1/5-13 ~
27 ] 1.0042.904 | ,918/,908 854 | 869 | 019} 902 | uEF-24 | uNeF-2A | 1.327/1.297 | 1.327/1.297 | 22930
1 3/16-181 1 1/4-18
17 ] 3.126/1.116 | 1.040/1.030 | 978 | .99% |3 ounfy.137 | unEF-2A | WEF-2A ) 1.435/1.405 | 1.51571.485 | 290301
1 1/2-18 |1 1/2-18
61 1.43471,504 | 1.316/1.306 | 1,271 | 1.280 | 1.361 |1.427 é-ZA UNEF~2A | 1.86%/1.83% | 1.890/1,860) 22°30'
SHELL
S12E P R U v X X! ¥ » ™ - 2
3 .398/,391 .523 .538/.534 .577/.567 1.452 1.802 | 2.009 .750 112 1320 | L850
7 1533/.526 655 .665/.661 .701/.691 1.452 1.802 | 2.210 750 1.112 ] 1,521 .950
12 .668/,661 778 .788/.784 .826/,816 1.452 2.037 | 2.300 .750 1.347 § 1,611 | 1,010
19 .806/.799 ,963 .973/.969 | 1.013/1.003 | 1.452 2.037 | 2.435 750 1.347 | 1746 | 1.070
27 +961/.954 11,089 J1.099/1.095 | t.138/1.128 | 1.452 2.037 | 2.534 .750 1367 § 1,845 |} 1,130
37 f1.083/1.076 § 1,214 (1.224/1.220 § 1.263/1.255 | 1.452 2.037 | 2.667 .750 1,347 } 1.978 | 1,190
61 11.367/1.360 | 1.463 . [1.471/1.467 | 1.514/1.50% | 1.452 2,037 | 2.014 .750 1,347 § 2.220 | 1.335
SHELL 3 WEIGHT MAX (1.B5)
SIZE | PIN INSERT ] SOC INSERT | M
3 .392/.385
7 .527/.520
WEIGHTS WILL
12 BE SUPPLIED IN | +661/.654
LATER REVISION
19 .800/.793
27 1955/ .948
BWEIGHT LISTED 1S FOR CONNECTOR WITH 37 1.077/1.079
MAX DENSITY INSERT ARRANGEMENT o1 1.365/1.358
LESS CONTACTS AND BACKSHELL ACCESSQRIES, - -
TABLE 11
KEYWAY POSITIONS
S1ZE | AA BB TC i)
3 | 23°] 97° | 187° | -
7 | 239 | 975 | 187° | 277°
12| 300 | 105P_| 1950 | 270°
19 30° | 105° 195° | 2708
27 30° | 105° 1950 2700
37| 309 [ 1050 | 1950 | 2708
61 | 300 ] i05° | 195° | 270°
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LOCKWASHER

FOR SIZE 6] ONLY
(SEE NOTES 9 § 10.)

NOTES :

1. THE COMPLETE REQUIREMENTS FOR PROCURING THE CONNECTOR DESCRIBED HEREIN SHALL
CONSIST OF THIS DOCUMENT AND THE [SSUE N EFFECT OF MIL=C-81703,
2, COLOR BAND .100 WIDE MAX, BAND LOCATION MUST BE SUCH THAT IT 1S VISIBLE WHEN
THE CONNECTOR 1S MOUNTED,
3. CONNECTOR ASSEMBLY MUST INCLUDE A BACKSHELL TO MEET THE MOISTURE SEALING
REQUIREMENTS OF THE PROCUREMENT DOCUMENT. SEE MS 3416, MS 34)T7 AND MS 3418
FOR APPLICABLE BACKSHELL ACCESSORIES.
NUMBER CROSS REFERENCE,
MATERIALS: SHELLS: 6061-T6 PER QQ-A-367.
THE FINISH ON THE SHELLS SMALL BE ELECTROLESS NICKEL,
DIMENSTONS IN INCHES, UNLESS OTHERWISE SPECIFIED, TOLERANCE SHALL BE
XX 2,010 AND (XXX %,005; ANGULAR TOLERANCE, X $19=8°' AND XSX!' £30°',
3807 ,368 DIM. CONTROLS BOTH LENGTH OF KEYWAY AND START OF ANGLE FROM
VAN DIA,
8. DIAMETERS SHOWN ARE AT BASE OF BARRIERS,
9. LOCKWASHER OR OTHER SUITABLE MEANS SHALL BE USED TO ASSURE NUT ASSEMBLY.
10. MOUNTING NUT & LOCKWASHER FOR SIZES 3 THRU 37 ARE THE SAME AS
M53134E-¥, EXCEPT PARTS SHALL BE ELECTROLESS NICKEL PLATED. SIZE 61
SHALL BE AS SPECIFIED ON SHEETS 1, 2 £ L OF THIS DRAWING.
1), O-RING FOR SHELL SJ2ES 3 THRU 37 SHALL BE PER MS53134, SHEET 3. O-RING
FOR SHELL SIZE 61 SHALL BE M5-29513-130.

@

APPROVED 21 July 1971 REVISED

mdi:mb!ub’

P.A. NAVY AS "",',’::::'.‘.’:" TITLE MILITARY STANDARD
Other Cust chlz%kf kaECEPT?%E':;&;SLE'c%ﬁNGWPgé 1E8
CCLASS L AD E D s SERIES 3 MS 3464(NAVY)
Piocuramant Specification SUPERSEDES:
MiL-C-81703 SHEET Lt
D ‘OFADPRRM6‘ 672 PREVIOUS EDITIONS OF THID 'UFM‘AHt OBRSOLETYE.

(Limited Coordination)




