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, CIRCULAR, HERMAPHRODITIC,
R, ¢ POSITIONS

The reaquirements for acquiring the product described herein shall
consist of this specification sheet and the issue of the following
specification iisted in that issue of the Department ¢f Defence
Index of Specifications &end Standards {DODISS) specified in the
solicitation: MIL-C-83526
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FIGURE 1. Dust cover,
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DISTRIBUTION STATEMENT A, Approved for public release; distribution 1s unlimited.
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NOTES:
1. Dimensions are in inches.
2. Metric equivalents are given for general information only.
3. Unless otherwise specified tolerances are t.010 (0.25 mm) for three place
decimals, #.03 (0.8 mm) for two place decipals and #.1 (2.5 mm) for one
place decimals. Angular tolerances are #0 30°.
4. Unless otherwise specified, dimensions are symmetrica1 about centerlines.
5. The part number shall be placed on the dust cover shell.

FIGURE 1.

Dust cover - Continued.



MIL-C-83526/15(CR)

QUIREMENTS:

Dimensions and configurations: See figure 1.

Weight: 0.5 pound maximum.

Coupling force: 3 to 10 pounds.

Coupling torque. £ tc 12 inch pounds.
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with 0C-P-416, type 11, class 3.

Materials: See tabie 1.

"TABLE 1, #Material description.

1 T ) [ - i

| Parts description ! Material ! Finish !

i

| . { i

| Screws for retaining [Stainless steel IPassiva.iOn in |

1 PR R 1 }ammmmeidnmesn or dem NNH_L_IEK)

i pitave i iuu\-vcuuu\.c wilsh ww---vvi

I

i i | !

I Retaining piate iAjuminum 6061-T6 or 2024-T3/74 i0live grab cadmium per |

| i {00-P-41E, type 11, I

i i lclass 3, 500 hours {

] i }extenaed salit spray :

f ] ,

T . i ] . I !

i Dust cover shei’ A1 num 6061-T6 or die I1C1ive drab cagmium per |

i jcast ajuminum 38C [QQ-F-416, type 1!, !

i ! iclass 2, 500 hours |

{ | jextended salt spray 5

1 t ]

1 i ] i

| | { |

| Coupling nut |Aluminum 6061-T6 {01ive drab cadmium per |

i i iQQ'F""16| t]f’é le B

! i lclass 3, 500 hours |

| | lextended salt spray |

i i i i

! ' T !

i Sleeve retainer IRyton R4 | None I
| |

1 ! a |

| Screws for sieeve 1Stainless stee] !Passivation in |

| retainer i iaccordance with QQ-P-35E

1 ] ]

1 H 1 '

| 1 { I

| Lanyarc {Stainless steel cable !- !

i 1nyion coated | ;

i | i

Epoxy: Not applicable.

‘Installation and removal tools: Not applicable.

Threads: Applicable, exc threads shall be metric in accovdance with

FED-STD-H28 or inch-series in accordance with FED-STD-HZB and MIL.STD-1373
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MIL-C-83526/15(CR)

PIN): PIN exampie: MB3526/15-01. Fiber opticail

nserts marking: Not applicable.

Inserts retention axial strength: Not applicable.

Inserts retention radial strength: Not applicable,
Terminus cleaning: Mot applicable.

Terminus retention: Not applicable.

Terminus insertion and removable forces: WNot applicable.

Maintenance aging: Not applicabile.

Mating durahility: Not applicable,.

impact: #Not appiicabie.

Twist test: Not applicable,

Cable seal flexing: Kot applicable.

Cable retention: Not appiicabie.

Crush resistance: Applicabie, except test load shall pe 450 pounds.
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Thermai shock: Applicable, except upper temperature shali be 71°C,

Shock: Applicable, except test condition A shall be utilized.

Salt spray: Applicable, except condition A of method 1001 shall be used.
Altitude: MNot applicable,

Coupling force: MNot applicable.

Fludid immersion: Not
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i be accompiished using 2 sets of samples:
ps and bulkheac connectors metec witr
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Ozone exposure: Not applicable.



MIL-C-83526/15(CR)

Fungus resistance: Samples shall be tested fn accordance with method 508.1,
procedure I of MIL-STD-810. Following the test, examination of the test
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constitutent materials which will adversely affect performance.
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QU&ITITYy CONTODIMANCE anu perivule 1Hapsevivi. VeIUR I/ UCEbEn, OF @ BUUivaiviie
apnroved by the cualifying activity, shali be used for quality conformance and
periodic 1nspect10n.
Qualification incnection samnle size: Applicable, except the following minimum
test samples shall be provided for each connector serfes:

2. Six in-line connectore mated with ciy dust covers. Larger

sample sizes to allow parallel testing is allowed.
Y Cdy ni:lbihmad rannacrtare matod with ¢iy Aues srnuvame Laraer sample
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sizes to allow parallel testing is allowed.
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report of 24-month intervals,
Qusiity conformance inspection sampie unit preparation: Appiicable, except in
the cacec where no MlL-C-B5045 gualified sources exist, cable shall be
srecified by the gqualifying activity.
Periodic incpection sampling plan: Applicable, except sample unite shall be
selectec every 24 months.
Ouanldfamatine smenactdar ehall ranecicet nf nerforming the intnections anc
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optical tests specifiec in table Il herein, in the sequence shown.
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tests specifiea in taple 11l herein, in the sequence shown.
~ N A i m s ma 2o ok a1 acmadod of camlfammimnn dha dmamsasnsdames anmsd Aneimal
Group © TNSPECIIOn 3SnNail CLINdTIde VI PREIHIVININY LT 1HIPTL LIVIID @iy UpbLivas
tectes specifiea in table IV herein, in the sequence shown.
Group C inspection shail consist of performing the inspections and optical
tests specified in table V herein, in the seguence shown.

Group ¢ sampling plan: Sample units which have passed group B inspection
shall be selected in accoraance witn taple V.

This dust cover mates with itself, MIL-L-83826/12 in-line connectoer,
MIL-C=-E342€/12 buikhead connector, and MIL-C-83326/14 test pluc.



MIL-C-83526/15(CR)

TABLE I1. Qualification inspection.

Inspection
M1t _C_Q2K2&
P T T w e W

Group ! (A11 sample units) 1/

contTormance

Size

Weight

Color

igentification marking
wWorkmanship

Humidity
Mechanical shock
Vihwratinn
LU LR S A A

! Connector engagement .and disengagement forces .

|
|
! Group I (3 samplie units)
[
1
i

. Coupling torgues
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Crusn resistance
Salt spray

Sanc and dust
Fungus |
Fiammability

1/ Sample units - Number indicated means that the number
of connectors, backshell or accessories that shall be tested.
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Cclor

Workmanship

19

Identification mark




MIL-C-B83526/15(CR)

TABLE 1IV.

Group B inspection.

Inspection

Connector engsgement and disengapement forces

Coupling torques

TABLE V. Group { inspection.

1
1
. Inspection Sample I
: quantity !
. ' ;
: Suboroup 1 (€ month intervei! ? :
. : i
| Mechaniczl shack 2 units !
i vipration C ounits :
t {rush resistance Z units ;
HMumidity 2 units :
i v .
!
i Subaroup 2 {12 month interval)
i
. o~ 2w |
| Flammability 2 units !
i S&lt spray E units
! Sand and dust . 2 units
| Water pressure/freezing 2 units
| Fungus 2 units
I gize 2 units
! Weight Z units
j
CONCLUDING MATERIAL
Preparing activity:
Army - CR
"Agent:
DLA - ES

{Project 6060-A022-7)



