MIL-D- 5954/17A
29 May 1

SUPERSEDING
MIL-D-3954/17

14 October 1966, and
MS35892

15 May 1962

MILITARY SPECIFICATION SHEET

DUMMY LOADS, ELECTRICAL, WAVEGUIDE
(FREQUENCY RANGE 3.95 TO 5.85 GIGAHERTZ)

This specification is approved for use by all Depart-
ments and Agencies of the Department of Defense.

The complete requirements for procuring the dummy loads described herein shall
consist of this document and the latest issue of Specification MIL-D-3954.

p— 9.750+ 062~ —

I #

INCHES MM

.062 1.57
.938  23.83
3.625  92.08

4,125 104.78
9.750 247.65

NOTES:

1. Dimcnsions are in inches.

2. TUnless otherwise specificd, tolerance is +.005 (. 13 mm).

3. Metric eguivalents (to the nearest .01 mum) are given {or general
information only and are based upon 1 inch = 25.4 mm,

4. Screws, lockwashers and gasket are supplied with mating flange.

5. QUdﬂflty of fins required will be dependent on heat level
requirement of the load.

(A FIGURE 1. Class I dummy load, -

@ denotes changes.

Page 1 of 4 FSC 5985



MIL-D-3954/17A

e——2.000%.010

|
| g |
€ — —— 1§ 000
o8, 1 s

. ‘}[‘EE‘“ s a.&) DIA ’ +® ¢

!

)
!

!
l
\ ZHELICAL INSERT BLIND HOLE
2 BOSSES TAFPED MS 22121

750 IPS(FEMALE) 29020 X375 LG
.250+.020 A0+ 02 30+ 02
+————————3 00 -~ e
+.02 | { R
' DUMMY LOAD ELEC RNSBGE DN SR
Ao D INSPTTT ALY 5C£.02
{ I us
(MARKING) 1252 020 [}
L= 875~ 109 DIA
+.020 2 HOLES
e = 2 T BO e ]
= +.020

ICENTIFICATION PLATE

INCHES MM INCHES MM INCHES MM

. 010 .25 .250 6.35 1.25 31,75
. 02 .51 .30 7.62 1.875 47,63
. 06 1,52 . 375 9.53 2.000 50.80

.062  1.57 .50  12.70 2.750 69.85
.10 2.54 .750 19.05 3.00 76.20
L1099 2,77 .937 23.80 || 12.000 304.80
L1256 3.18 1.000 25.40

NOTES:

1

2.
3
4

Dimensions are in inches,

Uniess otherwise specified, tolerance is +.005 (. 13 mm).
Metric equivalents (to the nearest .01 mr) are given for general
informaticn only and are based upon 1 inch = 25.4 mm.

Screws, lockwashers and gasketare supplied with iating flange.

(® FIGURE 2. Class IT dummy load.
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REQUIREMENTS :

Design and construction:
Dimensions and configuration: See figures 1 and 2.
Weight:
Dry load - 6.4 1lbs max.
Liquid cooled load - 13 1bs max.

Performance characteristics: See table I.

Part number: M3954/17- (dash number from table I).

Custodians: Preparing activity:
Army - EL Navy - EC
Navy - EC
Air Force - 85 Agent:
DSA - ES
Review activities:
Army - MI, MU (Project 5985-0754-7)
Navy -
Air Force - 11, 17, 80
DSA - ES

User activities:
Army -
Navy - CG, MC, AS, 0S, SH
Air Force - 14, 19

¢#%U.8. GOVERNMENT PRINTING OFFICE: 1974-718-185/6786



