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NILITARY SPECIFICATION SHCET
FLARSES, HAVEGUIDE (CONVACT)
(RE CTANGULAR, 10 HOLE)
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SECTION- M-/

INCHES MM INCHES MM

. 001 .08 . 082 1.57
. 002 05 . 078 188

003 .08 .248 6.30
. 004 .10 . 250 6.35
. 005 .13 L3125 T.04

008 20 500 12.70

015 .38 1.00 25. 40
.03 () 1.28 31.75
.045 1.14

NOTES

1. Dimensions are in inches.

2. Metric equivalents (to the nearest 01 mm) are given for general information
only and are based upon 1 inch = 25 4 mm

3  Unless otherwise specified, tolerances are + 02 (. 51 mm) on two place decimals
and . 005 (. 13 mm) on three place decimals.

4. Roughness of mating surfaces shall not exceed 63 microinches in accordance

with ANSI - B46.1 - 1862, except that flaws shall be included 1n the roughness

height measurement.

These holes to be drilled after assembly of flange to waveguide. For alinement

pins used with these holes, see table Il

6. For lettered dimensions, see table I.

Ly

FIGURE 1. Flange - Continued.



MIL-['-3922/60C

TABLE I. Dash numbers and dimensions.
Part No. M3022/58 Dimenaions 1/
Used with e Usedwath ____| A B C D
Dash [Waveguide | Matlng | Dash |Wavepuide| Mating +.000 | +,000 | 2,015 BSC.
No. M85/1- flange No. Ma5/1- flange -. 005 -, 005 (.38)
_2_/ M39022/58- 3/ M3922/58- (.13) (.13)
007 015 007 008 018 008 6.670 | 3.420 8.688 | 1,249
017 019 (169 42) | (86. 87) |(220.68) | (31,72)
108
009 027 009 010 029 010 4.470 2.320 8.3 . 938
031 030 (113. 54) | (58.93) [(161. 44) | (23. 82)
170
011 033 011 012 035 012 3.570 1 870 5.438 .61
037 036 (90. 68) | (47.50) {(138.13) | (17.04)
— 111
Dash|Dash | E ¥ G H | K L M
No No. nsC. Bac BsC. 1.015 2. 015 + 004
2 | 8 (.30) (. 38) (. 10)
007 008 (‘2&3;3) L012 | 2.374 3. 037) 5.438 7.083 6. 880
o (58.70) |(. 30) |(60.30) |(160.00) |(138.13) |(179.40) | (174.75
00097010 | 1120 TT)IBL '(I 7‘8‘7) “305 | 4,160 ‘T.'G‘)s)' ' Z'Ea'o)“
(43.00) |(.25) | (45.39) | (70.99) |(106.38) |(123.83) {118 _38) |
011 012 17060 1,010 1,344 2.344 3.730 4. 000 3.762
1(38.10) |(.25) | (34.14) | (50.54) | (95.2b) |(101.60) | (95.56)
Dash | Dach N P R 8 gy U
No. | No. +.004 | 2. 000 1,015 ! &, 004 ., 002 1. 005
Y | ¥ {.10) (. 13) {.38) (.10 (.10) {. 13)
007 o8 7.452 | .328 3.813 | 3.6890 4.202 687
(089, 40)} (8.33) | (06.85) |(92.20) [(108.73) |(37.45)
609 | 010 | 5.232] .264 | 2.688 | 2.510 | 3.08% 625
(132. 89)| (8.71) | (68.20) {{63.75) | (76.28) |(15.00) ]
011 012 4,834 .%64 2.250 | 2.u83 2. 635 . 625
(110, 08)] (6.71) ! (57.15) }(52.40) | (66.903) |(15 088)

2/ Copper alloy,

47 Abwatnaa alloy,

1/ Mucrie equivalents are i parentiieses.
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TABLE 11. Gasket dimensions.

Dimensions 1/ R
Used with flange A B C D E
dash number +, 015 +. 015 +.015 +.015 +.015
(. 38) (. 38) (.38) {.38) (. 38)
007, 008 7.390 7.140 3. 890) 4. 140 . 187
(187.71 5181.362 S93. 81 (105. 18) 4.75
009, 010 5.1 . . 106 3.015 .1
(131. 37) (125.02) (70, 26) (76,58 (4.’75!
011, 012 4.266 4,015 2.328 PR .
{108. 36) {101. 98) (59. 13) {65. 48) (4.75)

1/ Metric equivalents are in parentheses.

NOTES:

1. Dimensions are in inches.
2. Metnic equivalents (to the nearest . 01 mm) are given for general information

only and are based upon 1 inch = 25.4 mm.

FIGURE 2. Casket.

TABLE I, Items supplied with flange,

Item

Item description for part No. M3922/58-

Quantity

Gasket 007 and 008 009, 010, Ol1, and 012

Dimensions as shown 1n table I Dimensions as shown 1in table I 1
Hex-head cap screw | (5/16) 3125-18 UNC-2A, 1 25 lg| (1/4) .250-20 UNC-2A, 1.25 g 5
Lockwasher .3125 x . 078 thick 250 x 062 thick 5
Hex nut (5/16) .3125-18 UNC-2B {1/4) . 250-20 UNC-2B 5

Alnement pin

. 248 *_ gg? Dia, x 1.0 inch long

Corrosion resistant steel per
QQ-5-763, 300 series

.248 1° 0‘1) Dia x 1 0inch long

Corrosion resistant steel per
QQ-S-763, 300 series




REQUIREMENTS:

Dimansions and configuration:

Flange - Sce figure 1 and table I.
Gaslet - See figure 2 and table II.

laterial.

Mange -~ Metallic base alloy as specified in table I.

tfarktng: See figure 1.

Part numbder 113922/58- (and dash number from table I).
1tems supplied uith flange See table III.

AR nomenclature and engineeving data

See table IV.

MIL-F-3922/58C

TABLE IV. Cross-reference of part numbers/AN nowenclature and
engineering data.
Part No. A Frequency
3922/58- nomanclature range
GHz

007 UG- 4178/U 1.12 - 1.70
008 UG-4188/V 112 -1.70
009 UG-435B/V 1.70 - 2.60
010 uG-4370/U 1.70 - 2,60
on UG-553A/U 2.20 - 3,30
012 UG-b558A/U ?2.20 - 3.30

Custodians:
Army - EL
Navy - EC
Atr Force - 85

Reviaw activities:
Army - MI, Sh, EL
Havy - None
Atr Force - 11, 85, 80
DSA - ES

User activities
Army - AV
Navy - MC, CG, SH, AS, 0S
Ar Force - 14, 19

Preparing activity.
Havy - EC

Agent:
DSA - ES

(Project 5985-0822-2)



