MIL-C-83723/22B(USAF)
13 July 1976
SUPERSEBENG
MIL-C-83723/22A(USAF)
9 November 1971

-MILITARY SPECIFICATION SHEET

CONNECTORS, ELECTRICAL, (CIRCULAR, ENVIRONMENT RESISTING), RECEPTACLE,
(BOX MOUNT, THREADED COUPLING, CRIMP PIN CONTACTS), (SERIES II,
CLASSES A, G, AND R)

This_specification sheet is approved for use by the Engineering and Tech-
nical Support Diviston (AFLC), Department of the Air Force, and is avail-
able for use by all Departments and Agencles of the Department of Defense.

The complete requirements for procuring the connector described herein shall
consist of this document and the latest issue of Specification MIL-C-83723.

INACTIVE: USE MS3452 OF MIL-C-5015.
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NOTES:

I. ALL DIMENSIONS ARE IN INCHES.

2. ALL DIMENSIONS ARE AFTER PLATING.
3. FOR DETAILS OF CONNECTOR FRONT END CONFIGURATION SEE
’ PROCUREMENT SPECIFICATION.
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MIL-C-83723/22B(USAF)

TABLE |, CONNECTOR DIMENSIONS

S weang K (W B X 7 Rl P
08 8s |.100 | 943 | 378694} .906 | 449 | 432 857
10 los |00 |943| 4 |79 (031,500 | 4 557
¥ losL |[.116 [Loes| } |.719]1031| 625 521
3 1zs | 100 |.060 | 353 |.812] 1125 | 625 557
12 12 L150| 488 | gi2] 1126 | 625 625
5 145 .960 | 228 | 908 1.218 | 750 557
4 14 1150 | 788 | 906| 1.218 | 750 625
17 16s | ¢ |.960 | 223 |oeo| 1312 | 075 567
16 16 | .100 |1i50 | 788 |.969] 1312 | 875 790 | 625
18 18 | .440 [Lizo| 4 [l082| 1406|.984 915 | 790 | 640
20 20 | 4 [e1| ¢ [use|ussi|iizi| § 015 [ 70| 640
22 22 Liet |. 788 liaso| 1e56 {1265 | 132 | 15 | 790 640
24 24 | ¢ [1317| 828 (1375|1781 1300 | |35 | 653 | 728 | 578
28 28 |.140| & | 828 lige2| 2,031 {1640 | |37 | 053 | 728 | .578
32 32 | 470 | ¢ |83 |.7e0|2.281 |1aso | 123 | 790 | 685 | 815
36 36 [ 470 |1.317| B3L |o38|2.631 |2140 | 183 | 790 [ 655 | 15
40 a0 | 170 | 1348 83, lo1ss| 278t 2359 | 183 | 790 [ 685 | Si8

1/ When insulator arrangement sizes 18 thru 40 contain one or more size No. 0 contacts,
V and W dimension will increase .150 max.



MIL-C-83723/22B(USAF)

REQUIREMENTS:
Dimensions and configuration: See figure.

This receptacle mates with MIL-C-83723/23(USAF).

®®

For insert arrangements see MIL-STD-1651.
Insert positions and alternate rotations: The letter N indicates normal {or standard) insert
position. Alternate positions are identified in MIL-STD-1651.
Part number example:
M83723/22 % 16 03 N
I:-—--Po'lar"lz'lng position
Insert arrangement
Shell size
Class
Specification sheet number
MIL number prefix
Custodian:

Preparing activity:
Alr Force - 85 Air Force - 85

Review activities: {Project 5935-F024-6)
Ajr Force - 11, 15, 17, 99



