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MIL-C-B3723/70A(USAF)

1991
SUPERSEDING
MIL-C-83723/70(USAF)
8 May 1975

MILITARY SPECIFICATION SHEET

CONNECTORS, ELECTRICAL, (CIRCULAR, ENVIRONMENT RESISTING),
RECEPTACLE ADAPTER (PUSH-PULL), QUICK-DISCONNECT
SERIES 111, CLASSES A, G, R, AND V)

This specification 1s approved for use by the Department of the Air Force, and 1s
available for use by all Departments and Agencies of the Department of Defense

®

@ The requirements for acqutiring the product described herein shall consist of thys
specification sheet and the 1ssue of following specification listed in that 1ssue of the
Department of Defense Index of Specifications and Standards (DODISS) specific in the
solicitation  MIL-C-83723.
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FIGURE 1 Dimensions and configurations
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AMSC N/A 1o0fé FSC 5935
DISTRIBUTION STATEMENT A  Approved for public release, distribution 1s unlimited




MIL-C-83723/70A(USAF)
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Dimensions and confiqurations - Continued

FIGURE 1




MIL-C-83723/70A(USAF)

Inches wn | Inches m» | Inches ] Inches "
031 079 | 810 2057 | 1.075 17.68 1 400 25 40
036 09 | 814 2068 | 1079 17 88 14375 25 &1
039 099 | 840 213 | 1103 17 9N 1 450 26 04 ‘
044 112 | 875 2223 | 1107 17 98 1 454 26.52
525 13 34 | 890 2261 ] 1150 18 39 1 478 27 00
S625 14 29 | 894 2271 | 11875 18 44 1 482 27 40
575 14 61 | 900 2286 | 1200 18.72 1 525 27 69
579 1% 7| 915 23 26 | 1 204 177 91 | 15625 27 81
603 15 32 | 919 2334 | 1228 1905 | 1575 28 19
607 1542 | 9375 2381 | 1232 192 | 157 28 24
650 16 51 | 950 2413 | 1275 19 43 | 1579 28 40
685 1740 | 954 2423 13125 1961 | 1580 28 37
6875 17 46 | 978 264 84 | 1325 2007 | 1603 28 42
689 17 50 | 982 24 94 | 1 326 20 17 | 1 607 28 52
710 18 03 | 997 25 32 | 1329 20 62 |
714 18 14 | 1 001 2534 | 1330 2502 |
728 1849 | 1025 1694 | 1353 2525 |
732 1859 1 10625 17 94 | 1 357 25 35 |

NOTES

1 Dimensions 1n 1nches apply after plating

2 Metric equivalents are given for general information only

3 Unless otherwise specified, tolerances are = 005 (0 13 mm) for three place decimals,
+ 01 (0 3 mm) for two pltace decimals and $1/2° for all angles

4  Coupling ndicator Line shall be color coded blue 025 2 010 (0 64 20 25 mm) wide
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MIL-C-83723/70A(USAF)

REQUIREMENTS

Dimensions and configurations  See figure 1
For i1nsert arrangement, see MIL-STD-1554
For connector accessories, see MIL-C-85049

The adapter s intended to be used with series 111 threaded coupling receptacle MI1L-C-83723/82, /83,
/84, /85/, 88/, 89, and /90

The adapter shall be secured permanently to the receptacle, using a compatible thread se1z1ng compound

The adapter and receptacle mate with applicable (pin or socket) quick-disconnect plugs MIL-C-83723/66
through /6%

Part or Identifying Number (PIN) example

M 83723/70 4 22
| | | |
Military designation | | | |
| | !
Specification sheet number | }
| !
Class 1 |
!
Shell size {
Qual fications
Visual and mechanical examination
Salt spray
CONCLUDING MATERIAL
Custodian Preparing activity
Arr Force - 85 Ar force - 85
Review activithes Agent
Ar fForce - 11, 70, BD, 84 DLA - ES
DLA - ES

(Project 5935-F360-06)



