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— KEYWAY DETAIL OPTIONAL

DRAWING NOTES:

2. ALL DIMENSIONS ARE IN INCHES.

DETAIL REQUIREMENTS:

M3 PART NO. EITHER SIDE

|, FOR HARDWARE AND TERMINAL SCREW DETAIL SPECIFICATIONS SEE SUPPLEMENT OF MiL-8-

3., UNLESS OTHERWISE SPECIFIED, TOLERANCE IS .02 ON TWO PLACE DECIMALS AND £.,008 ON THREE PLACE DECIMALS.

SCREW .I38-32 UNC-24 X.28
LOCK WASHER

83731,

CURRENT CAPACITY (AMPERES PER POLE)
CIRCUIT WITH TOGGLE LEVER IN Altarnating curret
Direct current ( 400 & 60 hertz)
MS PART NO
Lamp- Reslstive Inductive Lomp - Resistive Inductive
KEvING OPPOSITE Continuous éﬁ:ﬂ" etreull elrcun Continusun cll‘;:ih clreult creaft
CENTER KEYING
SIDE SIDE
28 28 28 28 1S 118 115 115
. volts volts volis volts volts volts volts vokts
oN oN oN
MS25201-4 |2 4-5|2-) 5-6/2-3 5-4
MOM ON ON oN
MS25201-5 |5 4-5|2-1 selz2-3 56
MOM-ON ON MOM-ON
M525201-6 1i.2 4-5|2-t s-6le-3 s8] o 5 18 10 - ) 1 8
CN ON ON
MS25201-7 .5 4.5]2-3 4-5|2-3 56
MOM-ON ON ON
M525201-8 | .3 4.502-3 4.5|2-3 5-6
MOM-ON OR “MOM-CN
201~
M525201-9 -2 4-5] 2-3 4-5)2-3 5-6

1., ALL SWITCHES ON THIS STANDARD ARE DESIGNED SO THAT THE MOVEMENT OF THE
THAT OF THE TOGGLE LEVER,

MAXIMUM WEIGHT IS .10 POUNDS.

. NOT TO BE USED FOR TRANSFERRING PHASES EXCEEDING 115 VOLTS LINE

%DBB‘\VCF

LTRSS
» te »

ELECTRICAL 10,000 CYCLES, “ECI'ANICAL 20,000 CYCLES.
AT 3 HAVE BEH: USEr TC LEST CIROY
-"’"V 2-%, L-5 CENTER OFF PUSITI H S,

)-6 ‘,E."TER QOFF rJOaI TICK3 ADCPTED PITHOJT ’3‘1 . DA3E LUMBERS.
RF.\uS;O' L.
DASH NUMBERS

[

ND 3 ARE CANCELLET AFTER 15 MARCH 1963, USE -4 THRQUGE -9.

TO LINE.

SWITCH MECHANISM. IS OPPOSITE_ TO

DASH K.UMBERS
DASH KUMBERS 1
DASH NUMEERS

* 3 WITH CENTER ON POSITIONS 2-1 AND 5-6 ARE SUPERSEDEL BY DASH NYMBERS 4,5 AND 5 RESPECTIVELY,

1,2, A
7,8 ANC @ ARE IKAZTIVE FCR DESIGH AFTER 15 MARCE 1943, BUT MAY BE USEC FOR REPLACEMENT3.
1,2, A
1,2, D 3 WITH CENTER Of POSITIONS 2-2 ANI 4-> ARE SUPERSECEC EY DASH KUMBERS 7,8 AND 9 RESPECTIVELY.

P N

REFERENCED DOCUMENTS SHALL BE OF THE ISSUE IN EFFECT ON THE DATE OF INVITATION FOR BID.

INACTIVE FOR DESIGN AFTER 30 NOV 1970,

FOR DESIGN FEATURE PURPOSES, THIS STANDARD TAKES PRECEDENCE OVER PROCUREMENT DOCIPMENTS REFERENCED HEREIN,

® USE MS27407.

APPROVED 8 MARCH 1957 REvISED( F') 20APRIL 1967 (G) 22 APRIL 1971 (H) 22 MAY 1972 () 17 Nov 1972(K) 12 DEC 1980

PA NAVY-AS TE MILITARY STANDARD
Ot Ot o5 SWITCH, TOGGLE ,TWO POLE,

ARW Y-ER SEALED TOGOLE MSZSZOI
PROCUREMENT SPECIFICATION | SUPERSEDES: HEET |

MiL- S-8373! — .




