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2. Mztiic equasalents dare Jiven for gunceral mafermation only, -??0 6.35
3. Unless otherwise specified, tolerance 1s + 020 (0.51 wm) on two place .25 6.4
decimals and v 005 (0.13 vm) on three place decimals. .27 6.9
4 For hardware detarl specifications, see supplement of MIL-5-83731 3 7.9
5. Tonfiguration of switch case 1, oplional provided maximuan dvmensions .42 10 7(
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DETAIL REQUIREMENTS

NOTES

T 1 CARCULTS MADI WITIL TOGG !
| CANCELED MS | SUBSTITUTE ‘*———“T—Iw““f‘%rmm—r
| PART NUMBFF | MS PART | KTYING SIDF | COMTIR POSITTON | YEYING SIDF !
] 1/ ] NUMBER 1/ | 1-2 4-5 | : 2-3 5-6 {
| [ | |

I MS27717-21 T MS27717-21-1 1 ON I OFF I ON |
T 27 T 271 1 OFF T WONE T ON T
T -23 ] ~23~1 ] ON 1 "NONE 1 ON I
1 -26 | -26-1 | MOM-ON 1 NONE | ON {
) 277 227-T 7 MOM-DON 1 OFF | MOM_-ON |
Il =31 1 -31-1 1 MOM-ON | OFt | ON |

1/ The canceled part numbers are no longer procurable; the substitute part numbers
have a lower diclectric withstanding voltage at reduced bharometric pressure

All switches on this standard are designed so that tne movement of the switch
mechanism 1s opposite to that of the toggle lever

THIS SPEC FIF 2 TION 1S APPROVED FOR USE BY

2. Test voltage for dielectric withstanding voltage at reduced barometric pressure,
shall be 400 Y rns mimimun.
3  Blectrical endurance shall be performed for 30,000 cycles
4, Mechanical endurance shall be performed 50,000 cycles at -65 C and then 50,00V
cycles at B5°C
5. lntermediate current shall be performed for 30,000 cycles.
6 Terminals shall be moided 1nto the switch case and shall acconmodate no. 1B awg
wire.
7. Strength of actuating lever pivot and lever stop 8 lbs
8 Sand and dust- Toggle boots i1n accordance with MIL-B-54/3 shall ve used
GD 9 Maxumum werght shall be 020 1b
10 flectrical ratings for 28 volts d¢ and 115 volts ac at 400 Wz
Lamp Yoad = 1 ampere, resistive load = 5 amperes, ynductive loud . 2 amperes
11. In the event of a conflict between the text of this standard and the reference
cited herein, the text of this standard shall take precedence
12 Referenced wovernment documents of the 1ssue listed 1n that 1ssue ot tne
Department of Defense Index of Specifications and Standards (DUD1LS) specified
1n the solicitation form a part of this standard to the extent specified herein.
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