Mhts milftary standard ts approved for use by all Departments and Agencies of the

Selection for all new englneering and deslgn applicatlions

yhall be made from this document when applicable.
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NUMRER op -
STRAIGHT THREAD DIAMETER
— +.002
BODY ASSY NOM BASIC TOLERANCE -.003 T.o20 r.o20 1.030 1.030
B2 A2 1/8 5/16-24 UNF-24 .062 . 250 920 .094 1.375 .660
B3 A3 3/16 3/& -24 UNF-24 125 . 313 920 .094 1.37§ -660Q
B4 A4 1/4 7/16-20 UNF-2A 172 -.003 .364 1.020 .094 1.53) 720
RS AS - 5/16 1/2 -20 _UMF.2A 234 .427 1.020 .094 1,531 L1770
B& A6 3/8 9/16-18 UNF-2A 297 .482 1.090 .094 1.672 830
B8 AE 1/2 3/4 -16 UNF-2A 391 *.004 .660 1.250 .12 1.93R .980
B10O Alo 5/8 7/8 -14 UNF-2A 48R4 7173 1.390 L1258 2.172 1.110
Bl2 Al2 _3_‘/4 1-1/16-12 UN-2A 609 + ane 945 _1,560 A28 2,438 1.280
BIS | AT 7/8 | 1-3/16-12 UN-2A L7186 - 003 [71.070 1.560 .125 2,500 | 1.390
Blé AlG 1 1-5/16-12 UN-24 844 +,007-.005 1 1.195 1.560 L1253 2.562 1.470
B20 A20 1-1/4 1-5/8 =12 UN<2A 1.078 00&-.00% 1.507 1.610 .125 2.656 1.590
B24 A24 1-1/2 1-7/8 =12 UN-2A 1.312 . ] 1.756 1.620 .125 2.6%72 1.780
B32 A32 2 2-1/2 -12 UN-2A 1.781 +.010-.005 | 2.381 1.910 .128 2.906 220
NOT RECOMMENDED EQB NEW DESIGN
NOTES: o
1. MATERIJAL: Steel, carbon in accordance with procurement specification. N
Steel, corrosion-resisting in accordance with procurement specification. =
2. PROTECTIVE COATING: Cadmium plated 1n accordance with procurement specification. .
Zinc plated in accordance with procurement specification. o
Phosphate coating in accordance with procurement specxf;catlnn g
Passivation treatment in accordance with procurement specification. 2
3. TKREADS Threads shall be in accordance with Screw-Thread Standard for Federal Services, Handbook S
H28.
4. PART NUMBER: The MS part number consists of the MS number plus the dash number. =
For body only, cadmium plated, use the MS number plus the body dash number. G§
Examp]e MS51509B2.
B. For complete assembly {with nuts and sleeves), cadmium plated, use the HS number, .8
plus the assembly dash number. hxample: MS51509A2. )
C. For zinc coating add (Z) to the dash number. Example: MS51509B22 or >
MS51509A2Z . &
D. For phosphate coating add {P) to the dash number. Example: HMS513508B2P
or MS51509A2P,
E. For corrosion-resisting steel add (S} to the dash number
Example: MS551509B2S or MS51509A2S. =
5. For design feature purpose, this standard takes precedence over procurement documents referenced &
herein. 2
6. Reference documents shall be of the issue in effect on date of imvitations for bid. b
7. The 1llustrat10n is for identification purpose only and is not intended to restrict designs or o
shapes not dimensioned. . 2
8.(®MAafter 17 January 1979 bodies will be usec for producr_lon only and M be stocked for Py
maintenance. Existing stock of bodies should be used until depleted. i.l
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