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. NOX 000 t.010 HLx t.010
82 1/8 $/16-24 UNF-2B 3/8 0.180 J.460 0.246 0.540
B3 3/16 3/8 -24 UNF-2B 7/16 0.242 0.506 2.277 0.600
B4 174 7/16-20 UNP-2B 9/16 0,305 0.532 0,295 0.610
BS 5/16 1/2 -20 UKNF-2B 5/8 0¢.37% 0.579 0.328 0.67C
86 3/8 9/16-18 UNF-28 111/15 0.449 0.603 0.335 0,720
BE 1/2 3/4 -16 UNF-23 /8 0.570 0.723 0.370 0.840
B10 5/8 7/8 ~14 UNF-2E 1 0,698 ©.B17 0.456 0.970
Bl12 34 1-1/16-12 UK-1B 1-1/4 0.834 0.868 0.464 1.020
Bl14 7/8 -3/15-12 UX-2B 1-3/8 . G967 0,914 0.511 1.080
Bl§ b3 1.5/16=12 UN~-2B 1-1/2 1.089 0.962 0.558 1.120
B20 Yel/4 1-578 -12 "K-28 1.347 1,017 ©.558 1.22
B24 1-1/2 1-7/8 12 UN-2B 2-1/4 1.617 1.170 n,656 l.410
B16 2 2=1/2 ~12 UK-2B 2-7/8 2.167 1.462 ¢ G.E) J 1.7¢0

NoT

ES:
1. MATERIAL: Steel, carbos in accordance with procurement specification.
Steel, corrosion-resisting in iaccordance with procurement specification.
2, PROTECTIVE COATIMAG: Cadmium plated in accordance with procurement, specification.
Zinc plated in ascordance with procurement speczfzcauon.
Phclpg&te coatiang irc accordance with procurement specitfication.
Pasyivation tresatment in accordance with procurement specificavion.
3. BD(EXSIOVS AND TOLERANCES: Dimensions and tnlerances not shown Shall be in accoerdance vith the
SAE Standard for 37 Degree Flared Firvings LSAE J514).
4. '!'HREAD::: Threads shall be in accordance with Screw-Thread Standards for Federal Services, Handbook
L]

5. _PARY h‘L’HEER: '.rh MS part nusber coasists of the NS pumber plus the dash mmber,
For cadmium f lating use tiae HS number, n15: the dash pumber
Example: W351531B2.
B. For zinc g}ann; sdd (Z) to the dash number. Eample: NS51531822.
C. For phosphats coating add (P) to the dash number, Example: M351S31B2P,
D. Yor corrosion«resisting steel, add (S} to the dash number.
Examnla: WS551531B2S,

6. -7he illustration is for fdentification purposes only and is not intanded to restrict desiges o
thapas not Jimeraionad.

7. mxvmlsnmmummmmmymmmummm
Basting stocdk of nuts shoudd be used until depleted .

§. In the smat of a conflict batween the taxt of this dard and tha ref cited b te

texc of this standard shall take
9. Paferncad Covernmmant {or nongoverrrant) dmmuofﬂuhulhmdmﬂutimo!&n

of Delmnse Index of Specificatians and Standards (DoDISS) svecified in the soliritation form a part of
thiz standard to the axtent specified harsin.
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