MIL-J-641/8D
12 MARCH 1982
SUPERSEDING

MIL-J-641/8C
3 July 1973
MILITARY SPECIFICATION SHEET
JACKS, TELEPHONE
TYPE JJ-055

This specification is approved for use by all Depart-
ments and Agencies of the Department of Defense.

The complete requirements for acquiring the jacks described herein
shall consist of this specification and the latest {ssue of MIL-J-64]),
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NOTES- JJ—058
1. Dimensions are in inches.
2  Metric equivalents are given for general information only and are
based upon 1 inch = 25.4 mm,
3. Unless otherwise specified, tolerance on dimensions is % 015.

FIGURE ). Dimensions and configurations.
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MIL-J-641/8D

REQUIREMENTS
Dimensions and configuration: See figure 1.

Insertion and withdrawal forces: The insertion and withdrawal forces shall be as
follows:

Insertion force - - - - - - - - e s - - 6 pounds (maximum).
Withdrawal force - - - = =« = ¢« = = « = =« = 3 pounds (minimum);
6 pounds (maximum).
Test plug TP291, conforming to MIL-J-641, shall be used.
Spring 1ife: Test plug TP291, conforming to MIL-J-641, shall be used.

Voltage breakdown: Voltage breakdown shall not occur between the springs when the
mating plug 1s inserted. Evidence of failure shall be checked using 500 volts ac.

Part number: M641/8- (dash number from table I).

TABLE I. Types of tclephone jacks.

T Dash | T L [ Switching action upon | !
I no. | Type | Connection | Mounting | insertion of plug | Color :
T 1 I, 1
| l - ) - | ! N | Black |
| 2 i JJ -055 IHiniature two-pin i Cord '} one | Red |
} ( { | ] |
Custodians: Preparing activity:

Army - CR Army - CR

Navy - EC

Air Force - 11 (Project 5935-3264)

Review activities:
Army - M1, ME, AR
Navy - AS
Air Force - 99
DLA - ES

User activities:
Army - AV
Navy - 0S, MC, SH, YD
Afr Force - 17, 19

Agent:
DLA - ES



