MIL~-L-12632/1A
10 June: 1974
SUPERSEDING
MIL-L-12632/1
23 June 1969
MILITARY SPECIFICATION SHEET

LOUDSPEAKER, PERMANENT MAGNET (ENCASED, 2-WATT,
‘FUNGUS~-, GUNBLAST-, AND DMMERSION-RESISTANT),
TYPE LS~500( )/U

This specification is approved for use by all Depart-
ments and Agencies of the Department of Defense.

The complete requirements for procuring the loudspeaker described herein-shall
consist of this. document and the latest issue of Specification MIL-1-12632
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NOTES:
1. Dimensions are in inches ‘
2. Metric equivalents (to the nearest .01 mm) are given for general information only and are based
upon 1 inch = 25.4 mm.
3. Unless otherwise specified, tolerance is +.02 (.51 mm) and £1/2° on angles
4. Bteel clamp firmly clamped on cable jacket. Design optional. A strain relief bushing (e g

Heyco) is 2 suitable substitute for the grommet/clamp combination
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Drill . 381 (9. 83 mm) diameter hole for rotary switch

FIGURE 1. Lovdspesker LS- 3%0()/v
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" NOTES
1. Dimensions are ininches

Metric equivalents (to the nearest .01 mm) are given for general
. information only and are based upon 1 inch = 25 4 mom.
_Unless otherwise specified, tolerance is +.02 (.51 mm)
‘Plug shall conform to type PJ-055B of MIL-P-842.
Cord shall conform to type COS-2(18) of MIL-C-3884..
. ‘Sleeve shall be of rubber, conforming to type SC415 of MIL-STD-417
Cord clamp supplied with PJ-053B plug
. Skin back ends, twist and solder coat.
g/ . 'Connect white conductor to tip terminal and black conductor to
. ‘sleeve terminal of PJ-055B plug

SEE
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. POWER LEVEL: 2 WATTS

FREQ RANGE  250-3000 HZ |

Electncal characteristics

Rated powet level 2 watts
Frequency response range 250 to 5000 Hz at
rated power
Reference frequency 1000 H:
Primary impegance 4000+400c tapped at 25025,
Secondary wpedance 8o 1
Temperature nse 40-C, max, stove anambient of
§5°C, with sated power at 300 Hz.
Testvoltage 500 voits tms.
Duty cycle. Continuous
Maximum aititude - 10,000 feet.
Harmonic distortion. Not more than 1 pescent at
fated power,
Polanty - Additive, with:terminais 3:and 4 connected. |

|RMS TEST VOLTAGE 500V |
[RMS TEST VOLTAGE 500V )

!1

‘NOTES
| Dimensions are in inches

rupon linch = 25 4 mm

Solder lug termunale, No. 18 AWG.
Markings shall be as shown

C N B

Metric equivalents (to the nearest . 01 mm) are given for general information only and are based

‘Unless otherwise specified, tolerance is .02 (. 51 mm).

FIGURE 3. Audio fransformer.
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NOTES'

Iimensions are in inches

' Metric equvalents (to the nearest .01 mm) are given for general information only and are
. based upon 1 inch = 25.4.mm
| Unless otherwise specified, tolerances are z.02 (.51 mm) and +1/2°.
Construction-singie section, single: pole

Contacts shall be nonshorting

Stops shall be provided to limit rotation to two positions
. Terminals-angle of bend 60° to 80°*

Torque (rotational) 'At 25° +10* -5°C: 1.5 pound-inches min- & pound inches max

At -55°C +2°C 1.5 pound-inches min: 8 pound inches max

Life, rotational 10,000 rotational cycles at +125°C

™)
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FIGURE 4. Rotary switch.
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FIGURE 5. Schematic diagram and lakel size

REQUIREMENTS.
Design and construction (see figure 1): Schematic -diagram labe!" In accordance with
Loudspeaker unit - Type LS ~445/U of MIL-L~12632 and figure 5.
MIL-L-12606.
Cabinet - In accordance with MIL-L-12632. Frequency response test voltage (rms)
Cord assembly - See figure 2. 22.5 volts. (250-ohm connection).
Cord - Type COS-2(18) of MIL-C-3884. 80. 0 volts (4000-chm connection).
Plug - Type PJ-055B of MIL-P-642.
Audio transformer ~ See {igure 3. Marking' See figure 1.

Rotary switch - See figure 4.
Wiring - Bee ligure §.

Custodians
Army - EL
Navy - EC
Air Force - 85
Review activities*

Army - EL
Navy -

Preparing activity
Army - EL

Agent:
DSA - ES

(Project 5965-0141-1)

Alr Force - 80, 13

DSA - ES

User activities’
Army - ME

Navy - MC, CG, OS

Afr Force ~



