MIL-L-12632/4A

10 June 1974
SUPERSEDING
MIL-L-12632/4
23 June 1969

"MILITARY SPECIFICATION SHEET

LOUDSPEAKER, PERMANENT MAGNET (ENCASED, 2-WATT,
'FUNGUS~-, GUNBLAST-. AND IMMERSION-RESISTANT),
| TYPE LS~454/U

Thas specification 1s approved for use by all Depart-

ments and Agencies of the Department of Delense

The complete requrements for procurng the loudspeaker described herein shall

consist of thus document and the latest issue of Spewification MIL-L-12632
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BRACKET
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L LS-454/u
MFGR NAME OR SYM-
BOL CONTRACT NR
REF || us
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CUNIT i A SCREW
MP
(SEE N%’-T?g) LOCK WASHER
‘4 91 REF - 4 EACHREQD
REAR VIEW WITH
COVER REMOVED INCHES MM
319 8103
491 12¢47)
103 178.56
NOTES
1  Dimensions are 1n inches
2 . Metric equivalents. (to the nearest 01 mm) are given for gencral information
- only and are based upon 1 inch = 25 4 mm
.3 Steel clamp firmnly clamped onithe cord jacket Design optional = A strain
- reliel bushing (¢ g Hevco)ias a suitable substitute for the grommet/clamp
combination
FIGURE 1 Loudspeaker L $-454/U
FSC 5965
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DETAIL B

NOTES
i1 Ihmensions are innches
2  Metric equivalents {to'the nearest 01 mm) are given for general
mnformationionly and are basea upon 1 inch = 25 4 mm
Unless otherwise specified toleiance 1s = 06 {1 52 :mm)
Stav cord shall be securelyv knotted and excess length trimmed
Seal stav cord knot with glvptal/ No  2v 3407 as supplied by
Gencral Electone’ Co - Ine © Sche msictadh ' ™ Y or equal
Plug connector shall be type {-229 U contormuing to AL -C-55116
 SEE —u ! The U-229 U connector wused on.this ileny. reed not be recaged
NOTE & cor st article tested af guvernmwent source anspected or obtained
from a government approreavendur s pland for the U-229 L cori-
nector Otherwise gages are to be obtained {rum or approved
[ o | by | USiArmy Electrunics Command, Directorate ot Procurement
SEE —TT{7TI0) and Production, Fnnineering Support Division, Gage Engineering
NOTE S =T Branch (AMSEL-PP-ES-R) Ft . Vonmouth NJ
& ; i Cordishall conform te type CUS-21231 0f MIL-C-3884
DETYAILS ‘ | 'Skin back ends, twist and solder cual.  Piug endleads shail be
AaB |11 {1 150/ (12. 70:mm) long belore assembiy
L 9  Connect white conductor to termnat E aand black conductoes ito
ternunal Aot plug U 229 L
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FIGURE 2 Cord assembly
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MIL-L~-12632/4A
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| | T f ELECTRICAL CHARACTERISTICS
44 | ol
MAX taRated‘power level = 2 watts,z1 db
yFrequency response range 2501to 5000
‘ T i 'Hz at rvated power flat within 2'db
(MFR NAME OR SYMBOL ) | ‘Reference frequency ' 1000 Hz
GRADE.4 CLASSR {secondary mperance 86
LIFE EXPECTANCY. X.FAMILY 21 Insertion loss 0 5.db, max with 2 watts
o I nnput at reference frequency
PRI SEC | 62 |Temperature rise 40°C max above an
IO 03 MAX | ambient of 65°C with rated power at
‘ t - 300 Hz
L6002 Q) 8z | Test voltage 500 volts rms
- a ‘ Duty cvele  Continuous
2 ‘ ‘ * |Maximum altitude 10, 000 feet
‘ ; Harmonic distortion. Not more than
FREQ RANGE 250-5000Hz | l M percent at rated power
| POWER LEVEL 2 WATTS | |  Polamtv Additive, with terminals 2 and
| \R‘MS‘ TEST VQ‘IA-TAGE ‘503‘_5‘ § . 3 connected
. NOTES

1 Dimensions are in inches

2 Metric equivalents (to the nearest 01 mm) are ¢1ven for general mformation only and are based
upon Yanch = 25 4 mm
Unless otherwise specified, tolerance s = 02 { 51 mm)

" Solder lug termmunals No 18 AWG
Muarkings shall be 2> shown,

[2A00 ]

HGURE ? - Audso transtormer
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FIGURE 4 Schematie diarram and label size

RI QUIRL VIENTS

I3 «1rnand construction (see fgur e 1)
Loudspeaker unmit - T pe LS-445 U of

NMIL-L-12706

Cabinet -/ In accordance with MIL-L-12632
Cord assembly - See figure 2

Cord - Type CO5-2(23) of MIL-C-3884

Schematic-diagram: label
MIL-L-12632 and fagure 4

i Frequency response test voltage (rms)

Plue - Tvpe U-229 U of MIL-C-55116
Audin transtormer - See¢ fivure 3
CWaringe - See hure 4

Tustodians
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(Proyect 5965-0141+3)

In accordance with




