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RATINGS

Style
Grode
Class
Maximum operating temperature
Temperature rise
Ambient temparature
Terminal pull
Dislectric withstanding voltage
{sea level)
Alritude (Barometric pressure)
Coupling
Test voltage at 70,000 feet

LT4

1

B

125°C
c
%0°C

5 pounds

700 volts rms
70,000 foet

3 percent max
180 volts _rms
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I as7,
DIA

AWG* 22 025+.002 DIA

(.69-58)

Liaza-

Operating temperaty ~55%0 125°C
Watant " o TINNED, SOLID COPPER WIRE 374)
or less ALL DIMENSIONS IN INCHES
Metric equivalents in parentheses are shown for general information only
and are based upon 1 inch = 25.4 mm.
ELECTRICAL CHARACTERISTICS (INITIAL)
Dash Type Inductonce | Q Test Self-resonant | DC resistance | Rated DC | Incremental
No. designation :10% min | frequency | frequency, min maximum current current
sh me me Ohms LI me
-1 LT4K242 0.10 | 50 25 250 025 2900 2900
-2 LT4K243 J2 15 25 250 034 2800 200
-3 LT4K244 A5 1 5 25 250 .037 2750 2750
-4 LT4K245 13 150 25 250 .047 2200 2200
-5 LT4K246 .22 | 49 25 250 .067 1700 1700
-6 | Lraxaar ala]| » 250 M 1500 1500
-7 LT4K248 .33 | 46 25 250 13 1300 1300
-8 LT4K249 39 Ju 25 250 18 1100 1100
-9 LT4K250 A7 |. 44 25 235 .25 1000 1000
-10 LT4K251 56 § 43 25 210 .33 900 900
-1 LT4K252 .68 1 42 25 190 .45 750 750 Pa)
-12 LT4K253 82 | 40 25 180 .59 600 600
-13 LT4K254 1.00 § 47 25 140 .07 1900 1900 ﬁ
-14 LT4K255 1.20 | 4 79 130 .093 1600 1600 oo
-15 LT4K256 1.50 | 45 7.9 115 .12 1300 1300 §
-6 LT4K257 1.80 ] 43 79 105 14 1200 1200 K
-17 LT4K258 220 | 45 7.9 100 19 1100 1100
-18 LT4K259 270 | 46 79 92 .28 950 950 o~
-19 LT4K260 3.30 | 44 7.9 85 .35 800 800 @
-20 LT4K261 390 | 44 79 75 .40 750 750 [
=21 LT4K262 470 | 44 7.9 70 .55 650 650 §
-22 LT4K263 5.60 .47 - 7.9 65 12 550 550 s
-23 LT4K264 6.80 | 50 7.9 55 1.02 500 500 |&|
-24 L T4K 265 8.20 | 50 7.9 50 1.32 475 475
-25 LT4K266 10.0 49 7.9 46 1.62 450 450 "
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This military standard is approved by the Department of Defense and is
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mandatory on all activities.

FED. SUP CLASS
; 5950
ELECTRICAL CHARACTERISTICS (INITIAL). (Comp.
Dash Type Inductance | Q Test Self-resonant | D i
. | - C resistance { Roted OC ! | tal
No.V designation :110% min | frequency | frequency, min moximum corrontd’ "::::'; °
sh me me Ohms ma ma
=26 ] LT4K267 120 |55 2.5 “ 2.00 400 [ 400
-27 LT4K268 15.0 44 2.5 49 .80 620 250
-28 LT4K269 18.0 45 2.5 45 .89 610 235
-29 LT4K270 22.0 46 2.5 41 .96 600 220
-30 LT4K2N 27.0 49 25 38 1.19 500 200
-37 LT4K272 33.0 45 2.5 34 137 490 190
-32 LT4K273 3%.0 53 2.5 29 1.93 410 180
-33 LT4K274 47.0 52 2.5 27 211 400 175
=34 LT4K275 56.0 49 2.5 25 2.23 380 160
-35 LT4K276 68.0 51 2.5 21 2.70 370 150
~36 LT4K277 82.0 45 2.5 10.5 2.44 360 140
-37 LT4K278 100.0 52 2.5 10.0 3.12 325 120
~38 LT4K279 120.0 57 79 9.7 3.60 290 95
-39 LT4K280 150.0 56 79 8.5 4.10 275 90
-40 LT4K281 180.0 60 .79 8.0 4.40 260 85
~41 LY4K282 220.0 - 58 79 7.5 5.00 250 80
-42 LT4K283 270.0 60 79 7.0 5.80 240 70
-43 LT4K284 330.0 54 .79 6.5 6.40 225 65
- 44 LT4K285 390.0 67 - 79 6.2 7.40 200 60
-45 LT4K286 470.0 60 79 57 9.50 180 58
46 LT4K287 560.0 60 .79 4.7 10.5 174 55
-47 LT4K288 680.0 60 79 4.5 1.8 168 50 o
~48 LT4K289 820.0 57 79 4.2 13.0 152 45 ‘
-49 L T4K290 1,000.0 &5 79 3.8 17.5 135 40 g
\-.-50 LT4K291 1,200.0 45 .25 1.5 22.1 115 35 E
~51 LT4K292 1,500.0 49 .25 1.2 26.5 110 kX (%)
-52 - LT4K293 1,800.0 47 .25 1.0 29.9 105 30 2]
-53 | LTak294 2,000 |50 .25 97 33.8 99 7 n
~54 LT4K295 2,700.0 47 .25 .92 41.3 83 25 0
~55 LT4K296 3,300.0 43 .25 .84 53.0 80 22 g
-56 LT4K297 3,90%.0 43 .25 .80 738 67 20 E
~57 LT4K298 4,700.0 4 .25 74 81.6 63 19 ]
-58 LT4K299 5,£00.0 45 .25 73 98.9 56 7 o
~59 LT4K300 6,800.0 43 .25 66 111.0 54 16 g
-60 LT4K301 8,200.0 42 .25 .54 119.0 52 15
-~61 LT4K302 10,000.0 39 25 47 137.0 49 14 :
. =62 LT4K303 12,000.0 31 .079 .33 143.0 46 13 w
-63 LT4K304 15,000.0 3 079 .29 157.0 45 12 g
-64 LT4K305 18,000.G 31 .079 .8 175.0 41 10 g
-65 LT4K306 22,000.0 27 .079 .25 274.0 33 9
-66 LT4K307 27,000.0 27 079 .21 308.0 k3 8 |
~67 LT4K308 33,000.0 27 07% 19 343.0 30 1.5 \§\
~68 LT4K309 39,000.0 27 079 37 376.0 27 6.0 o
-69 LT4K310 47,000.0 23 079 16 473.0 26 5.5 o
=70 LT4K31 56,000.0 23 079 4 512.0 25 5.0 £
-7 LT4K312 68,000.0 23 079 13 580.0 24 4.0 o
618.0 23 3.5 N
=72 LT4K313 82,000.0 21 .07? a2 . 3
-73 LT4K314 100,000.0 18 079 RE 678.0 22 K g
- o
&
1/ The dash number odded to the MS military standard number constitutes the MS part number, for example, M$90537.1. %
2/ For the overload test, direct current shall be used. ~The value of this current shall be 1.5 times the rated DC current.
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Electrical Characteristice (Final) @
Alloweble variation fromjAllowable t from specified minimum value
Inspection] initial measurement in Electrical Characteristics {(initial)
Group table
Inductance{DC resistance|Self-resonant Q
freguency
Percent
Qualification
Inspection
Group II 5 —_ —_— -10
Group 1V £5 ¢ (2%+.0010hm) -5 ~-10
Quality
Conformance
Inspection
Group C
Subgroup 1 t5 —_— -— ~10
Subgroup II t5 $(2%+.001ohm) -5 -10
o
g
Ay
(73]
(&) NOTES: a
1. Barometric pressure test (test condition C) is applicable. %
2. Shock, specified pulse, method 213, test condition I, is applicable. &
3. These coils are intended to be supported by their leads.
4. Solderable/weldable lead wire AWG#22. [
5. Life test not applicable. 4
6. Dimensions are in inches. P
7. Metric equivalents (to the nearest .01 mm) are given for general information a
only and are based upon 1 inch = 25.4 mm. Z
8. Referenced document ghall be the issue in effect on date of invitation for bid. &
9. This standard takes precedence over the procurement specification referenced
herein. oy
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