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Style LTio I.tr v)r::lh\lll;f\,j« /I:I:\) llllil)( ]1‘1.) ?)fll’\ !I‘I’;::\"j'f:(
Grade 1 ) T
Class A

Temperature rise 15°C Minimue Masimum

Ambient temperature 30°C

Operating temperature -55° to +105°C A - 205 ( 5.21) 225 (5.72)

Dielectric withstanding 700 volts rms for a B =550 (13. 97)~—‘~ =979 (14.48
Voltage (sea level) minimum of 60 sec. ¢ 1.250 (31.75) 1.625 (41.28
) o . R s D .026 ( .66) .030 ( .76)

Dielectric withstanding 180 volts rms for a -
Voltage (reducred barometric minimum of 60 sec.
pressure)

Terminal pull 5 pounds.

Altitude 70, 000 fect
Weight 1.5 grams max. @
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ELECTRICAL CRARACTERSTICS (INJTIAL)

O O . o et e e+ et o e o
Dash Type Induciance Q 1 Test Re)f-resonant rn:: resistance | Rated DC
no. 1/ | designation 1 5% win | freguency frequency, min maximum Current

[ LB Wz Mz ohms ma
-01 LT10K037 1100 60 .25 2.8 21.0 78
02 LT 10K 038 1200 80 .25 2.7 22.0 76
-03 L1 10K039 1300 60 .25 2.6 23.0 75
-04 LT10K040 1500 65 25 2.4 25.0 72
-05 1.7T10K04] 1600 65 L 2h 2.3 26.0 70
-06 LT10K(42 180G 63 L25 2.2 28.0 68
-07 LT10K043 2000 55 .25 2.1 29.0 67
-08 LTI10K044 2200 70 .25 2.0 30.0 66
-09 LT10K045 2400 70 .25 1.9 31.0 64
-10 LTI0K046 2700 70 25 1.8 33.0 62
-11 LT1OR04% 3000 76 .25 1.7 35.0 61
-12 LT10K048 3300 70 .28 1.6 38.0 58
~13 LT10K049 3600 70 .25 1.5 40.0 57

1/ The dash number added to the MS military standard number constitutes the MS part number,
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Yhis militory stondard is mandatory for use b, !l Departments and Agencies of the De

of Defense. Selection for all new engineerin

sholl be made from this document.
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A RMY-EL COILS, RABIO FREQUENCY, MOLDED
-8 FIXED, SUBMINIATURE (IRON CORE) MS90540
VY-EC TYPES LT10K037 TO LT10K045 iNCL
Procurement Specification SUPERSEDES:
MIL-C-15305 PAGE 1 ¢ 2
DD FORM 672 {Coordinated ] #re v 10Us E01TIONS OF THis £ ORM ARE OBSDLE TE 5950-0454-3

1 SEP 63




FED. SUP CLASS

5950
n
%
E,m
2o
- 22
o .
= 23 Electrical Characteristics (Final) @)
- i
E o= Inspection Allowable variation from Allowable - from specified minimum value
<.<‘z< Group initial measurement in Electrical Characteristics (initial) table
4
:’; Inductance DC resistance Self -resonant Q
3 Percent frequency
-]
:,3 Qualification
o Inspection
0
= Group 11 &2 - = - -10
2 Z Group TII +5 +(3% +.001 ohm) | - 8 -10
s L]
g ¢ Group IV 55 £(2% +.001 ohm) | -10 -15
> ;.ll-
Egs® .
<Z24M Quality
" < Conformance
2 [£5] Inspection
3 A
5 Group C
4 Subgroup 1 +2 - —— -10
3
&
3 Subgroup 11 +5 +(2% +.001 ohm) | -10 -15
o
Subgroup III +5 +(3% +.001 ohm) -8 -10

REVISED (&) For changes see pages 1 and 2.

9T U. S. GOVERNMENT PRINTING OFFICE: 1973-714-546 5681

i:

83 @ NOTES:

3% 1. Dimensions are in inches.

e 2. Metric equivalents (to the nearest .01 mm) are given for general information

:is only and are based upon 1 inch = 25.4 mm.

'é'g 3. These coils are intended to be mounted by their leads.

&0 4. The polarizing voltage during the moisture-resistance test is applied with

_:E the positive lead connected to the coil terminals tied together, and the

5_3 negative lead connected to the metal strap.

£a 5. Tinned, solid copper wire, AWG #21.

g2 6. Barometric pressure test (test condition C) is applicable. e
g2 7. Shock, specified pulse, method 213, test condition I, is applicable. <
a3 8. Referenced document shall be the issue in effect on date of invitation for bid.

'-';E 9. This standard takes precedence over the procurement specification referenced é
a2 herein. 1o}
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