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SUPERSEDING
MIL~-T-27/193

MILITARY SPECIFICATION SHEET 18 October 1977

TRANSFORMERS, POWER, STEPDOWN, TF5503ZZ and TF5T03ZZ

This specification is approved for use by all Depart-

ments and Agencies -ogf%, the Department of Defense.

The complete requirements for procu"finé the transformers described herein shall
consist of this document and the latest issue of Specification MIL-T-27
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FIGURE 1. Dimensions and configuration.

@ denotes change
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NOTES
1. Dimensions are in inches
2.
1.00 inch = 25.4 mm
3
4,

50 Vrms
10 kHz

o

®

5Vrms
D o

1t Arms

WORKING VOLTAGE . 100 V MAX
CIRCUIT DIAGRAM AND MARKING

INCHES

003

.125

150

.250

275

.350

475

.500

Metric equivalents are given for general information only and are based upon

Unless otherwise specified, tolerance 1s +.005 (.13 mm).

MM

PO W W

.08
.18
.81
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.98
.89
.06
.70

INCHES

528
.575
.625.-
.675
.700
.725
.775
.900

Marking shall be on the top of the case.

FIGURE 1

Dimensyons and configuration - Continued
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REQUIREMENTS :
winding and

{When numbers in parentheses, i.e. (1-2) are
the extreme terminals of the winding.)

Electrical ratings*

Primary vo

Primary current.

Primary {po
Secondary
(2-8):
(3-6):
Working vo
DC resista
(1-9):
(2-8)
(3-6):

Design and c
Dimensions
Duty cycle
Case: Enc

Material
Terminals*
Material
Diameter
Height*
Weight- .
Operating

®

Terminal str

Dielectric withstanding voltage (at sea level):

Electrical c¢
No load-
Current
Power 1in
Voltage
Voltage
Rated load
Voltage
Voltage
Polarity:

A) Temperature
ambient te
Vibration (h
Shock (speci
Marking loca

ltage (1-9): 50 volts rms, 10 kilohertz.

.006 ampere rms.

wéF: .3 volt ampere.
voltage:
5 wolts rms, .01l ampere rms.

8.06 volts rms, .3 ampere Tms.
ltage 100 volts, maximum
nce "’

10.6 ohms.

1.5 ohms.

.52 ohm

onstruction:
and configuration:
Continuous.
apsulated.
-  Epoxy.
Pin type,

See figure 1.

MIL-T-27/193A

used, they indicate the

Type S, tin, lead, or lead alloy coated in accordance with QQ-W-343

*  AWG 22 (.025 inch)
.500 inch minimum.

5 ounce.

temperature range* see table I

ength:

300 volts rms.

haracteristics*
With 50 volts rms and 10 kilohertz in (1-9)
in (1-9): 10 milliamperes, maximum.

(1~9) .32 watt maximum.
across (8-2)+ 5 volts rms +1 percent.
across (3-6)* 8.06 volts rms + 1 percent.
. With 50 volts rms and 10 kilohertz (1-9)-
across (8-3). 5 volts rms +10 percent.
across (3-6) 8.06 volts rms +10 percent.

Additive with terminals 9 and 8, and 2 and 3 connected

rise*
(see table I)
igh frequency) MIL-STD-202, method 204

mperature.

fied pulse)

tion See figure 1.

Part number M27/193-(dash number from table I)

@ TABLE I

Temperature characteristics

MIL-STD-202, method 213, test condition A.

MIL-STD-202, method 211, test condition A, 2 pounds.

20°C with 50 volts rms, 10 kilohertz across (1-9) at specified

Dash no Type Ambient Temperature Operating
designation temperature Tise temperature
range
\\—// 01 TF5S80322 110°C 20°C -55° to +130°C
02 TF5T03Z2Z 150°C 20°C -55° to +170°C
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Custodiana.
Army - EL
Navy - EC

Air Force - 85

Review activities:
Army - ML
Navy - SH, 0S
Air Force - 11, 17, 99
DLA -~ ES

User activities:
Army ~ ME, AR, WC
Navy - AS, MC
Air Porce - 19

Preparing activity:

Army - EL
Agent *
DLA - ES

(Project 5950~0556~7)



STANDARDIZATION DOCUMENT IMPROVEMENT PROPOSAL Mo 2 Rass.

INSTRUCTIONS The purpose of this form 18 to solicit beneficial comments which will help achieve procure-
ment of suitable products at reasonable cost and mimimum delay, or will otherwise enhance use of the document
DoD contractors, government activities or manufacturers/vendors who are prospective suppliers of the product
sre 1nvited to submit comments to the government  Fold on lines on reverse side, staple in corner, and send to
prepering activity Comments submitted on this form do not constitute or 1mply authorization to waive any
portion of the referenced document(s) or to amend contractual requiremunts  Attach any pertinent data which
may be of use in smproving this document If there are additinnal papers, attach to form and place both 1n an
envelope addressed to preparing activity
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