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NOTE: The document identifier and heading has been changed

on this page to reflect that this is a performance specification. MIL-PRF-39012/8D
There are no other changes to this document. The document identifier AMENDMENT 1
on subsequent pages has not been changed, but will be changed the next 17 October 1988

time this document is revised.

PERFORMANCE SPECIFICATION SHEET

CONNECTORS, RECEPTACLE, ELECTRICAL, COAXIAL,
RADIO FREQUENCY, (SERIES C (CABLED), FEMALE,
FLANGE MOUNTED, REAR MOUNTED, CLASS 2)

This amendment forms a part of Performance Specification Sheet
MIL-PRF-39012/8D dated 3 October 1986, and is approved for use
by all Departments and Agencies of the Department of Defense.
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TABLE 1V, delete and substitute footnote 3/ as printed below:
“The ‘B’ part number is required marking for connectors manufactured after 3 April 1987. The connectors that

are in stock or distribution that were previously qualified and marked with the old part number shall also be
considered acceptable for Government use until stock is purged. (Applies to category “B” P/N change only;

M39012/XXBXXXX).”
CONCLUDING MATERIAL
Custodians: Preparing activity:
Armmy - CR Amy - CR
Navy - EC
Air Force - 85 Agent:
DLA - ES

Review activities:
Amy - EA, M|
Air Force - 11, 17, 99
DLA -ES

User activities:
Army - AT, AV
Navy - AS, MC, OS, SH
Air Force - 19

AMSC N/A 1of1

(Project 5935-3710-02)

FSC 5935

DISTRIBUTION STATEMENT A: Approved for public release; distribution is unlimited.




