
 
 
 
 MIL-PRF-39016/47B 
 NOTICE 2 
 8 July 2002 
 
 

PERFORMANCE SPECIFICATION SHEET 
 
 

RELAYS, ELECTROMAGNETIC, ESTABLISHED RELIABILITY, DPDT, 
LOW LEVEL TO  0.5 AMPERE  (.100 D.I.P. TERMINAL SPACING) 

ONE-TENTH SIZE, SENSITIVE, BI-STABLE, LATCHING 
 
 
This notice should be filed in front of MIL-PRF-39016/47B, dated 20 July 1988. 
 
 
MIL-PRF-39016/47B is inactive for new design and is no longer used, except for replacement purposes. 
 
The Qualified Products List (QPL) associated with this inactive for new design specification will be 
maintained until acquisition of the product is no longer required, whereupon the specification and QPL will 
be canceled. 
 
 
 
Custodians: Preparing activity: 
 Army - CR DLA - CC 
 Navy - EC 
 Air Force - 11 
 DLA - CC (Project 5945-1181) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
AMSC N/A FSC 5945 
DISTRIBUTION STATEMENT A:  Approved for public release; distribution is unlimited. 

NOTICE OF INACTIVATION 
FOR NEW DESIGN 

INCH-POUND 


