NOTICE OF INACTIVATION
FOR NEW DESIGN

| INCH-POUND ]

MIL-PRF-6106/19F
NOTICE 1
8 July 2003

PERFORMANCE SPECIFICATION SHEET

RELAYS, ELECTROMAGNETIC, PERMANENT MAGNET DRIVE,

25 AMPERES, SPDT, HERMETICALLY SEALED

This notice should be filed in front of MIL-PRF-6106/19F, dated 10 November 2000.

MIL-PRF-6106/19F is inactive for new design and is no longer used, except for replacement purposes.

The Qualified Products List (QPL) associated with this inactive for new design specification will be

maintained until acquisition of the product is no longer required, whereupon the specification and QPL will

be canceled.

For new design, use MIL-PRF-83536/36, “Relay, Electromagnetic, Established Reliability, 1PDT, 25
Amperes, Permanent Magnet Drive, Hermetically Sealed, All Welded, DC Coil” and MIL-PRF-83536/37,
"Relay, Electromagnetic, Established Reliability, 1PDT, 25 Amperes, Permanent Magnet Drive,
Hermetically Sealed, All Welded, Transient Suppressed DC Coils.” For supersession data, see table I.

Custodians:
Air Force - 11
DLA -CC

Review activity:
AF-99

AMSC N/A

TABLE I. Supersession data.

Preparing activity:
DLA - CC

(Project 5945-1212)

Superseded Replacement Superseded Replacement
PIN PIN PIN PIN
M6106/19- M83536/36- M6106/19- M83536/37-
-003 -001 -015 -001
-004 -002 -016 -002
-005 -003 -017 -003
-006 -004 -018 -004
-007 -005 -019 -005
-008 -006 -020 -001
-009 -007 -021 -002
-010 -003 -022 -003
-011 -004 -023 -004
-012 -005 -024 -005
-013 -006
-014 -007
-025 -008
lofl

DISTRIBUTION STATEMENT A. Approved for public release; distribution is limited.

FSC 5945



