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A B C | WEIGHT | TUBE ENVELOPE | SOCKET
Ms FART NO 2 i | MAX | £ 115 | max | STPLE 1. 7n | (REF)
ME27274-1 1z /578 7.4 9.0 -5z /'73 75102
MS27274-2 2 |ziys |16 10.8 (T-6572| /v2 |15-702
M5 272743 iz (2878 (178 | (1.7 | T-5V2| 2 75-102
M527274-4 12 | 158 | 1845 | 1.3 | T~6Y2| ) /|T7TS-103
M527274-5 2 278 |13ns 120 \7-6e | 1926 | T5-103
MS27274-¢ 2z 2571315 |13.6 {1-62 | 2 |75-103]

THESE ARZ HIGH PERFORMANCE SHTELDS PRIMARILY FOR USE TH RETROFITTING PEESENT BQUIPXENT WEICH USE
TRE SOCKETS REFERENCED ABOVE AND REQUIRE GREATER HEAT DISSIPATION.

a. Fin body material: Alusfnum, QQ-A-56
Finish: Alodines #1200 - NIL-C-5541 And slsctrofilm,

b. Welght of ehiald assembly less socket,

¢. Top cap, washer, and base nntarinl- Aluminum, QQ-A-5510 and WW~T-7895.
Pinish: Alodins #1200 - NIL-C-55}1 and electrofilu.

d, Conical spring and snap rings material: Baryllium coppur sPeo!.ﬂutiou GQ-C~530.
Pinfah: Blank aadmium plata, Spscifiostion Qq-P-li1€, Cless I, Typs

Dimension A refars to ovarall length of shield sssambly

Dimension B refers to totel length of shield sested on n MIL-8-12883 socket.

Dimsnsion ¢ refera to outside diamster of body fin fora.

reviszo () 27 7ev 63 (B) 7HMAR 48

Cooling: The averags reduction of surfacs tempsraturs of the slug shall be in sccordance with
3.5.1 of Specification MIL-S-9372 exceot that ths tomperature shall be nst less than [09%,
Installation force shall not excesd 20 pounds,

¥o tool shall bs requirsd for application or removal of shield from tube and base,

Top ond of shield shall have an oponing.

Dimensions in inchea,

CANCELLED AFTER 7 MARCH 1968. NO SUPERSEDING

STANDARD. The applications for which the
cancelled MS27274 parts were originally designed
no longer exists,
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